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Read the following safety instructions before 
attempting to operate this product.
Keep these instructions in a safe place or store 
in the carry case for future reference.

SAVE ALL WARNINGS AND INSTRUCTIONS 
FOR FUTURE REFERENCE.

     WARNING: Read and understand all 
instructions.

▪ Use the tool only with the specifically 
designated batteries. 
▪ Store the tool out of reach of children and 
other untrained persons.
▪ Use only accessories that are recommended 
for your model.
▪ Tool service must be performed only by 

qualified repair personnel. Repairs, service 
or maintenance performed by unqualified 
personnel will void the warranty. Only 
approved and authorised service technicians 
can carry out warranty repairs.

       WARNING: DO NOT DISASSEMBLE 
THE TOOL. There are no user serviceable 
parts inside. Disassembling the tool will void 
all warranties on the product. Do not modify 
the tool in any way. Modifying the tool may 
result in hazardous laser radiation exposure.

SAFETY

!

!
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Alkaline batteries (MB-RC1)Alkaline batteries (MB-360)

Carry caseSpot-on MB-360
motorised base

5/8 x 11” thread adaptor

Spot-on MB-RC1
detector

ITEM CHECKLIST
Please ensure the following items are included with your instrument. 
If anything is missing please contact your retailer.

AUTO
SCAN
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MOTORISED BASE OVERVIEW

5/8” x 11 thread

Adjustable support legs

Battery compartment

Adjustable support legs

Bubble vial
Control panel
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MOTORISED BASE OVERVIEW: CONTROL PANEL

LED power indicator

Power
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AUTO
SCAN

Bubble vial

LED direction indicator

LED direction indicator

LED centre indicator

Speaker

Control panel

Side control panelSide control panel

Laser sensor

DETECTOR OVERVIEW: FRONT
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LED direction indicator

LED direction indicator

LED centre indicator

Side control panelSide control panel

Battery compartment

Staff clamp thread

Staff clamp mounting point

DETECTOR OVERVIEW: BACK
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AUTO
SCAN

Automatic scan mode

Power

Speaker

Counter clockwise rotation

Clockwise rotation

LED speaker indicator

LED power indicator

LED automatic scan indicator

DETECTOR OVERVIEW: CONTROL PANELS
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USING YOUR MOTORISED BASE

POWER SUPPLY (MB-360) POWER SUPPLY (MB-RC1)

BATTERY REPLACEMENT (MB-360)

MOTORISED BASE DETECTOR

BATTERY REPLACEMENT (MB-RC1)

▪ The instrument is powered by four AAA 
alkaline batteries.

▪ The instrument is powered by four AAA 
alkaline batteries.

▪ Remove the battery cover door and the 
batteries.
▪ Insert the batteries according to polarity 
and replace the battery door. 

▪ Rotate the thumb screw counter clock-
wise to access the battery compartment. 
▪ Remove the battery cover door and the 
batteries.
▪ Insert the batteries according to polarity 
and replace the battery door. 

Clockwise rotation
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OPERATION

▪ Select a place as close as practical to the 
work site. Ensure the location is clear of traffic.
▪ Place the motorised base on a level surface 
such as a bench or on the floor.
▪ Attach your laser level (not included) to the 
motorised base via the 5/8” x 11 thread.
▪ Power on / unlock the laser level (refer to  
the manufactures instruction manual relevant 
to your laser level). 
▪ Activate the pulse mode / outdoor mode 
on the laser level (refer to  the manufactures 
instruction manual relevant to your laser level). 

▪ Use the bubble vial on the base to ensure 
that the base is level. Rotate the adjustable 
support legs to level the base, if required.
▪ Press the power button on the motorised 
base.
▪ Press the power button on the detector. 
The speaker will beep indicating the 
instrument is operating. 
▪ Press the automatic scan button.
▪ Position the detector at the location which 
you want to align the laser beam. Keep the 
detector still to ensure accuracy.
▪ Press the clockwise or counter clockwise 
rotation button to rotate the base. The base 
will begin rotating. When the base rotates 
the beam will pass the detector then come 
backwards to align the beam with the 
detector. 

The detector is compatible with most red 
and green beam line lasers with a vertical 
beam and pulse mode. Not compatible 
with rotary lasers or dot lasers. 

i
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▪ The LED direction indicators will light up 
red when the beam is close to centre. The 
LED centre indicator will light up green 
when the beam is completely aligned.

Speaker
▪ When the detector is powered on the 
default speaker setting is set to ‘loud’. The 
LED speaker indicator is lit up red. 
▪ Press the speaker button once to set 
the speaker to ‘quiet’. The LED speaker 
indicator is lit up yellow. 
▪ Press the speaker button twice to turn the 
speaker off. The LED speaker indicator will 
turn off.

AU
TO

SC
AN

OPERATION (continued)
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CARE AND MAINTENANCE

▪ This instrument should always be handled 
with care and transported within the carry 
case provided. 
▪ Always turn the instrument off before 
transporting the instrument or moving 
around the job site.
▪ Reflective surfaces such as glass may 
reflect the laser beam, causing two beams 
to strike the detector at the same time. This 
may result in inaccurate reference points.
▪ Whenever possible, store the instrument 
in a dry, shady location.

▪ Clean the instrument with a dry, soft 
cloth after use in dusty, damp or wet 
conditions before storing.
▪ Smudges and fingerprints may be 
removed with a damp tissue or a soft, lint-
free cloth.
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WARRANTY

AUSTRALIA
“Our goods come with guarantees that 
cannot be excluded under the Australian 
Consumer Law. You are entitled to a 
replacement or refund for a major failure 
and for compensation for any other 
reasonably foreseeable loss or damage. 
You are also entitled to have the goods 
repaired or replaced if the goods fail to be 
of acceptable quality and the failure does 
not amount to a major failure.”

For more information please visit 
consumerlaw.gov.au

The Spot-on MB-360 comes with a 1 (one) year manufacturers warranty.

NEW ZEALAND
For more information please visit 
consumerprotection.govt.nz
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To assist you with any queries or technical 
questions please contact customer support

Australia: 1300 658 338
New Zealand: 0800 367 527

CUSTOMER SUPPORT
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SPECIFICATIONS
Specifications Spot-on MB-360

Product code 30030

Warranty 1 Year

Operating distance (laser detection) Refer to the instruction manual of your laser level

Wireless communication distance 20m

Thread size 5/8” x 11

Battery type (motorised base) 4x 1.5v AAA

Weight (motorised base) (kg) 0.57

Weight (detector) (kg) 0.19

Dimensions (detector) (mm) 170 x 30 x 53

Dimensions (motorised base) (mm) 132 x 140 x 154



www.spoton.com.au


